
 

 
 

 

 

Edge protector- and sealing-profiles 
 

Application area 

Edge protection profiles are used to protect against sharp-edged parts and are clamping 
automatically because of their geometry, so that no adhesives will be necessary. With the aid 
of additional embedded steel clamp strap or wire carrier a firm fit will be achieved. Edge 
protection profiles are manually mounted on the edge to be protected. 

 

Steel clamp strap 

Our Edge protection profiles are made of PVC, Silikone and EPDM and can be delivered both 
with and without steel clamp strap or wire carrier. Depending on the application steel clamp 
straps are available in normal- or stainless-steel. Basically steel clamp strap has a better 
clamping effect due to its geometry, but at the expense of bend radii. To reach closer bend 
radii, the connecting bridges of the steel clamp strap can be broken, but at the expense of 
appearance, because an agitated surface is the result. The steel clamp straps are 
distinguished between simple straps with centre bar and double bar. 

 

   
    

   
  

 

 

 

 

 

Steel clamp strap with centre bar     Steel clamp strap with double bar   Looped wire carrier 

 

The decision wether steel clamp strap or wire carrier should be used, depends on the 
application and the required look. We would be pleased to advise you. 
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Bending radiuses 

Minimum bending radiuses are principle guide values, which may differ depending on 
application, material and clamping range and have to be conducting by individual trials. 

 

 

On your request, we will inform you about the corresponding bend 
radius of the selected edge protector- or sealing profile. 

 

 

 

 

Compressive stress of sealing profiles 

The maximum compressive stress of sealing profiles should not exceed 50%, otherwise the 
tightness as well the compression set will be negatively affected. 
 

 

 

 

 

 

 

 

 

 

Manufacturing tolerances 

- PVC    tolerances according DIN 16941, 3A/3B 
- Silikone    tolerances according DIN ISO 3302-1 E2 
- PVC/EPDM   tolerances according DIN ISO 3302-1 E2 
- EPDM    tolerances according DIN ISO 3302-1 E2 
- EPDM/EPDM-sponge rubber tolerances according DIN ISO 3302-1 E3 
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Delivery range 
 
All edge protector- and sealing profiles can be delivered in rings, fixed lengths or ready-made 
frames. Other materials or colours can be provided on request. 
 

 

 

 

 

 

  

 

Edge protector, PVC, with steel clamp strap Edge protector, EPDM, with wire carrier 

 

Edge protector, silicone, with wire carrier 

 

Sealing profile, PVC/EPDM sponge rubber, 
with steel clamp strap 

 

Sealing profile, EPDM/EPDM sponge rubber, 
without wire carrier 

 

Sealing profile, EPDM/EPDM sponge rubber, 
with wire carrier 

 

Edge protector and sealing profiles according EN 45545-2 
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

2100154

2100154-1

black

grey

0,8  - 1,5 PVC steel clamp strap 100 55

0600153

0600153-4

0600153-5

black

light grey

silver

1,0  – 2,0 PVC steel clamp strap 100 65

2100155

2100155-1

black

1,0  – 2,5

2,0  – 4,0

PVC steel clamp strap 100 70

0600152 black 1,0  – 3,0 PVC steel clamp strap 100 120

2100171

0600133

0600123

light grey

anthracite

black

2,0  – 4,0 PVC steel clamp strap 100 140

2100249 anthracite 1,0  – 3,0 PVC steel clamp strap 100 165

Temperature resistant from -30°C to +  70°C
Tolerances according DIN 16941, 3A/3B

Edge protector, PVC, with steel clamp strap
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

Temperature resistant from -30°C to +  70°C
Tolerances according DIN 16941, 3A/3B

Edge protector, PVC, with steel clamp strap

2100257

2100257-1

grey

black

1,0  - 1,5 PVC steel clamp strap 100 150

2100246 black 1,0  – 2,0 PVC steel clamp strap 100 155

2100241 black 4,0  – 6,0 PVC steel clamp strap 100 209

2100242

2100242-1

black

light grey

6,0  – 7,0 PVC steel clamp strap 100 160

2100260 black 9,0  – 11,0 PVC steel clamp strap 100 171
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

0600213 black 1,2  - 1,5 EPDM wire carrier 100 65

0600230 black 1,0  – 2,0 EPDM wire carrier 100 56

0600275 black 1,0  – 4,0 EPDM wire carrier 25 133

0600228 black 3,0  – 5,0 EPDM wire carrier 100 127

0600262 black 6,0  – 8,0 EPDM wire carrier 100 194

0600084 black 1,0  – 2,5 EPDM wire carrier 50 160

Temperature resistant from -40°C to +  100°C
Tolerances according DIN ISO 3302-1 E2
Further versions also available with various fire protection tests for the rail 
vehicle industry in accordance with EN 45545-2, DIN 5510-2, NF F 16 101 and 
BS 6853.

Edge protector, EPDM, with wire carrier
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

Temperature resistant from -40°C to +  100°C
Tolerances according DIN ISO 3302-1 E2
Further versions also available with various fire protection tests for the rail 
vehicle industry in accordance with EN 45545-2, DIN 5510-2, NF F 16 101 and 
BS 6853.

Edge protector, EPDM, with wire carrier

0600214 black 2,5  – 4,0 EPDM wire carrier 25 276

0600201 black 1,0  – 2,0 EPDM wire carrier 25 150

0600096 black 1,0  – 2,5 EPDM wire carrier 50 130

0600232 black 1,0  – 2,5 EPDM wire carrier 50 160
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

Temperature resistant from -40°C to +  100°C
Tolerances according DIN ISO 3302-1 E2
Further versions also available with various fire protection tests for the rail 
vehicle industry in accordance with EN 45545-2, DIN 5510-2, NF F 16 101 and 
BS 6853.

Edge protector, EPDM, with wire carrier

0600210 black 1,0  – 2,0 EPDM wire carrier 50 167

0600010 black 1,0  – 2,5 EPDM wire carrier 50 160
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

0600248 black 1,2  - 1,5 EPDM without 200 60

0600241 black 2,5  – 3,5 EPDM without 100 83

0600247 black 3,0  – 5,0 EPDM without 50 160

0600237 black 5,0  – 8,0 EPDM without 50 254

Temperature resistant from -40°C to +  100°C
Tolerances according DIN ISO 3302-1 E2
Further versions also available with various fire protection tests for the rail 
vehicle industry in accordance with EN 45545-2, DIN 5510-2, NF F 16 101 and 
BS 6853.

Edge protector, EPDM, without wire carrier
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

0600195 black 1,0  - 2,0 Silicone wire carrier 50 80

0600020 black 2,0  – 4,0 Silicone wire carrier 100 160

0600263 black 5,0  – 8,0 Silicone wire carrier 100 244

Temperature resistant from -60°C to + 200°C
Tolerances according DIN ISO 3302-1 E2
Further versions also available with various fire protection tests for the rail 
vehicle industry in accordance with EN 45545-2, DIN 5510-2, NF F 16 101 and 
BS 6853.

Edge protector, Silicone, with wire carrier
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

2100256 black 1,0  - 2,0
PVC/EPDM-sponge 

rubber
steel clamp strap 100 82

2100208 black 1,0  - 4,0
PVC/EPDM-sponge 

rubber
steel clamp strap 50 80

2100244 black 1,0  – 3,5
PVC/EPDM-sponge 

rubber
steel clamp strap 50 170

0600268 black 1,0  – 4,0
PVC/EPDM-sponge 

rubber
steel clamp strap 50 195

2100165 black 1,0  – 4,0
PVC/EPDM-sponge 

rubber
steel clamp strap 50 212

2100166-1

2100166-2

2100166

black

1,0 - 2,5

2,0 - 4,0

4,0 - 6,0

PVC/EPDM-sponge 
rubber

steel clamp strap 50 250

Temperature resistant from -40 °C to + 70°C
Tolerances according DIN ISO 3302-1 E2

Sealing profile, PVC/EPDM sponge rubber,
with steel clamp strap
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

Temperature resistant from -40 °C to + 70°C
Tolerances according DIN ISO 3302-1 E2

Sealing profile, PVC/EPDM sponge rubber,
with steel clamp strap

2100258 black 2,0  – 4,0
PVC/EPDM-sponge 

rubber
steel clamp strap 25 280

0600249 black 1,0  – 2,0
PVC/EPDM-sponge 

rubber
steel clamp strap 100 100

0600128 black 2,0  - 5,0
PVC/EPDM-sponge 

rubber
steel clamp strap 50 195

2100174 black 0,8  – 2,3
PVC/EPDM-sponge 

rubber
steel clamp strap 50 200

2100172 black 2,0  – 4,0
PVC/EPDM-sponge 

rubber
steel clamp strap 50 190

2100170 black 2,0  – 4,0
PVC/EPDM-sponge 

rubber
steel clamp strap 50 180
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

Temperature resistant from -40 °C to + 70°C
Tolerances according DIN ISO 3302-1 E2

Sealing profile, PVC/EPDM sponge rubber,
with steel clamp strap

2100152 black 1,5  – 3,5
PVC/EPDM-sponge 

rubber
steel clamp strap 50 100

2100175

2100175-1

2100175-2

black

1,0 - 2,5

2,0 - 4,0

4,0 - 6,0

PVC/EPDM-sponge 
rubber

steel clamp strap 25 344

2100259 black 2,0  – 4,0
PVC/EPDM-sponge 

rubber
steel clamp strap 25 336
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

0600080 black 1,5  – 2,5
EPDM/EPDM-
sponge rubber

without 50 90

0600235 black 2,5  – 3,5
EPDM/EPDM-
sponge rubber

without 50 132

0600294 black 1,5  – 2,5
EPDM/EPDM-
sponge rubber

without 100 104

0600236 black 2,5  – 3,5
EPDM/EPDM-
sponge rubber

without 50 108

Temperature resistant from -40°C to +  100°C
Tolerances according DIN ISO 3302-1 E2
Further versions also available with various fire protection tests for the rail 
vehicle industry in accordance with EN 45545-2, DIN 5510-2, NF F 16 101 and 
BS 6853.

Sealing profile, EPDM/EPDM sponge rubber, 
without wire carrier
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

0600192 black 1,0  – 2,5
EPDM/EPDM-
sponge rubber

wire carrier 100 90

0600216 black 1,5  – 3,0
EPDM/EPDM-
sponge rubber

wire carrier 50 170

0600229 black 1,5  – 3,0
EPDM/EPDM-
sponge rubber

wire carrier 50 270

0600217 black 2,0
EPDM/EPDM-
sponge rubber

wire carrier 50 127

0600223 black 2,0  – 3,0
EPDM/EPDM-
sponge rubber

wire carrier 50 130

0600212 black 2,0  – 3,0
EPDM/EPDM-
sponge rubber

wire carrier 50 180

Temperature resistant from -40°C to +  100°C
Tolerances according DIN ISO 3302-1 E2
Further versions also available with various fire protection tests for the rail 
vehicle industry in accordance with EN 45545-2, DIN 5510-2, NF F 16 101 and 
BS 6853.

Sealing profile, EPDM/EPDM sponge rubber, with 
wire carrier
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

Temperature resistant from -40°C to +  100°C
Tolerances according DIN ISO 3302-1 E2
Further versions also available with various fire protection tests for the rail 
vehicle industry in accordance with EN 45545-2, DIN 5510-2, NF F 16 101 and 
BS 6853.

Sealing profile, EPDM/EPDM sponge rubber, with 
wire carrier

0600296 black 1,0  – 3,5
EPDM/EPDM-
sponge rubber

wire carrier 25 176

0600292 black 3,0  – 5,0
EPDM/EPDM-
sponge rubber

wire carrier 50 150

0600225 black 0,5  – 1,5
EPDM/EPDM-
sponge rubber

wire carrier 50 84

0600290 black 0,5  – 1,5
EPDM/EPDM-
sponge rubber

wire carrier 50 97

0600206 black 1,0  – 2,5
EPDM/EPDM-
sponge rubber

wire carrier 50 178

0600260 black 1,5  – 3,0
EPDM/EPDM-
sponge rubber

wire carrier 50 130
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

Temperature resistant from -40°C to +  100°C
Tolerances according DIN ISO 3302-1 E2
Further versions also available with various fire protection tests for the rail 
vehicle industry in accordance with EN 45545-2, DIN 5510-2, NF F 16 101 and 
BS 6853.

Sealing profile, EPDM/EPDM sponge rubber, with 
wire carrier

0600188 black 2,0  – 3,0
EPDM/EPDM-
sponge rubber

wire carrier 50 129

0600199

0600194

black 1,0  – 3,0

EPDM/EPDM-
sponge rubber

NBR/NBR-
sponge rubber

wire carrier 2 x 50 129

0600286

0600286-1

black

1,0  – 2,5

2,0  – 4,0

EPDM/EPDM-
sponge rubber

wire carrier 2 x 50 164

0600234 black 2,5  – 3,5
EPDM/EPDM-
sponge rubber

wire carrier 50 180

0600018 black 1,5  – 3,0
EPDM/EPDM-
sponge rubber

wire carrier 50 180
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

0600297 black 1,0  – 2,0 EPDM standard steel 100 58

0600153-2

0600153-3

0600230-1

black 1,0  – 2,0 EPDM

standard steel

stainless steel

looped wire carrier

100

81

81

60

0600195-1 grey 1,5  – 3,0 Silicone wire carrier 50 80

0600256

0600256-1
black 2,0  – 4,0 EPDM

standard steel

stainless steel

100 160

0600020-1 grey 2,0  – 4,0 Silicone wire carrier 25 160

0600262-1 black 6,0  – 8,0 EPDM looped wire carrier 100 300

Tolerances according DIN ISO 3302-1 E2

Edge protector and sealing profiles according 
EN 45545-2
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

Tolerances according DIN ISO 3302-1 E2

Edge protector and sealing profiles according 
EN 45545-2

0600264

0600264-1

black 4,0  – 6,0 EPDM

standard steel

stainless steel

50 288

0600263-1 grey 5,0  – 8,0 Silicone wire carrier 25 244

0600298 black 1,0  – 2,0
EPDM/EPDM-
sponge rubber

wire carrier 2 x 50 182

0600199-1 black 1,0  – 3,5
EPDM/EPDM-
sponge rubber

wire carrier 50 150

0600199-2 black 1,0  – 3,0
EPDM/EPDM-
sponge rubber

wire carrier 2 x 50 155

19/23 Flyer_Edge protector-and-sealing-profiles_V6

mm
LOGO 60%



Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

Tolerances according DIN ISO 3302-1 E2

Edge protector and sealing profiles according 
EN 45545-2

0600273 grey 1,0  – 3,0 Silicone wire carrier 25 176

0600307 grey 1,0  – 4,0
Silicone/Silicone-

foam
wire carrier 25 234

0600299 grey 2,0  – 4,0 Silicone wire carrier 25 246

0600257 black 1,0  – 3,0
EPDM/EPDM-
sponge rubber

standard steel 50 272
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

Tolerances according DIN ISO 3302-1 E2

Edge protector and sealing profiles according 
EN 45545-2

0600257-1 black 3,0  – 5,0 EPDM stainless steel 50 285

0600206-1 black 1,0  – 3,5
EPDM/EPDM-
sponge rubber

wire carrier 2 x 50 178

0600293-1 black 0,8  – 2,5
EPDM/EPDM-
sponge rubber

wire carrier 2 x 50 110

0600300 black 1,0  – 2,0
EPDM/EPDM-
sponge rubber

wire carrier 2 x 50 140

0600217-2 black 2,0
EPDM/EPDM-
sponge rubber

wire carrier 2 x 50 151
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

Tolerances according DIN ISO 3302-1 E2

Edge protector and sealing profiles according 
EN 45545-2

0600216-1 black 1,0  – 3,5
EPDM/EPDM-
sponge rubber

wire carrier 50 170

0600259

0600259-1

black 1,0  – 3,0 EPDM

standard steel

stainless steel

50 269

0600271 grey 2,0  – 4,0 Silicone wire carrier 25 234

0600269 grey 2,0  – 4,0 Silicone wire carrier 25 238

0600212-1 black 1,5  – 3,0
EPDM/EPDM-
sponge rubber

wire carrier 50 249

0600292-1 black 3,0  – 5,0
EPDM/EPDM-
sponge rubber

wire carrier 50 170

grey 1,0  – 4,0 Silicone wire carrier 25
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Illustration Art.-No. Colour
Clamping-

range
[mm]

Material Clamp fitting
PU
[m]

Weight
[g/m]

Tolerances according DIN ISO 3302-1 E2

Edge protector and sealing profiles according 
EN 45545-2

0600210-1 black 1,0  – 2,0 EPDM wire carrier 50 215

23/23 Flyer_Edge protector-and-sealing-profiles_V6

mm
LOGO 60%


	Table - Edge protector-and-sealing-profiles.pdf
	Table 1 - Edge protector, PVC, with steel clamp strap
	Table 2a - Edge protector, EPDM, with wire carrier
	Table 2b - Edge protector, EPDM, without wire carrier
	Table 3 - Edge protector, Silicone, with wire carrier
	Table 4 - Sealing profile, PVC-EPDM sponge rubber, with steel clamp strap
	Table 5 - Sealing profile, EPDM-EPDM sponge rubber, without wire carrier
	Table 6 - Sealing profile, EPDM-EPDM sponge rubber, with wire carrier
	Table 7 - Edge protector and sealing profiles according EN 45545-2




