
· Polyurethane tube HH-FS, soft
· resistant to weld spatter
· flame-retardant to UL94-V0/V2
· halogen-free and hydrolysis-resistant
· free from paint-wetting impairment substances
(PWIS)

· Temperature range: -40° C to +90° C

Product sheet

Plastic-tube, HH-FS

Plastic tube HH-FS
according to dwg. 39D 1475

1

Art.-No. Colour Outer-ø

[mm]

Inner-ø

[mm]

Working
pressure

[mm]

Bending radius

[mm]

2800027 black 10 6 17 15

2800027W white 10 6 17 15

2800027B blue 10 6 17 15

2800027R red 10 6 17 15

2800027G green 10 6 17 15

2800028 black 12 8 12 28

2800028W white 12 8 12 28

2800028B blue 12 8 12 28

2800028R red 12 8 12 28

2800028G green 12 8 12 28

2800029 black 14 10 10 38

2800029W white 14 10 10 38

2800029B blue 14 10 10 38

2800029R red 14 10 10 38

Product specifications are based on tests carried out with the greatest possible care and refer to test temperatures of +20°C. No
guarantee, errors excepted.
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Applications:

· Welding robots
· Welding systems and machines
· Spot welding guns
· Cooling and hot water systems
· Pneumatics



Product sheet

Plastic-tube, HH-FS

Plastic tube HH-FS
according to dwg. 39D 1475
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Art.-No. Colour Outer-ø

[mm]

Inner-ø

[mm]

Working
pressure

[mm]

Bending radius

[mm]

2800029G green 14 10 10 38

2802051 black 16 11 12 50

2802102W white 16 11 12 50

2802102B blue 16 11 12 50

2802102R red 16 11 12 50

2802102G green 16 11 12 50

Product specifications are based on tests carried out with the greatest possible care and refer to test temperatures of
+20°C. No guarantee, errors excepted.
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